
74 

40 CFR Ch. I (7–1–11 Edition) § 156.144 

chapter are exempt from the require-
ments of this section. 

(e) Exemption for transport vehicles. 
Transport vehicles are exempt from the 
requirements of this section. 

[71 FR 47420, Aug. 16, 2006, as amended at 73 
FR 64224, Oct. 29, 2008] 

§ 156.144 Residue removal instruc-
tions—general. 

(a) General. Except as provided by 
paragraphs (c) through (g) of this sec-
tion, the label of each pesticide prod-
uct must include the applicable in-
structions for removing pesticide resi-
dues from the container prior to con-
tainer disposal that are specified in 
§ 156.146 and § 156.156. The residue re-
moval instructions are required for 
both nonrefillable and refillable con-
tainers. 

(b) Placement of residue removal state-
ments. All residue removal instructions 
must be placed under the heading 
‘‘Storage and Disposal.’’ 

(c) Exemption for residential/household 
use products. Residential/household use 
pesticide products are exempt from the 
residue removal instruction require-
ments in this section through § 156.156. 

(d) Modification. EPA may, on its own 
initiative or based on data submitted 
by any person, modify or waive the re-
quirements of this section through 
§ 156.156, or permit or require alter-
native labeling statements. 

(e) Exemption for gases. Pesticide 
products that are gaseous at atmos-
pheric temperature and pressure are 
exempt from the residue removal in-
struction requirements in this section 
through § 156.156. 

(f) Exemption for articles. Pesticidal 
articles that are not exempted from 
FIFRA regulation by § 152.25(a) of this 
chapter are exempt from the residue 
removal instruction requirements in 
this section through § 156.156. 

(g) Exemption for transport vehicles. 
Transport vehicles are exempt from the 
requirements in this section through 
§ 156.156. 

[71 FR 47420, Aug. 16, 2006, as amended at 73 
FR 64224, Oct. 29, 2008] 

§ 156.146 Residue removal instructions 
for nonrefillable containers—rigid 
containers with dilutable pes-
ticides. 

The label of each dilutable (liquid or 
solid) pesticide product packaged in a 
rigid nonrefillable container must in-
clude the following residue removal in-
structions as appropriate. 

(a) Timing of the residue removal proce-
dure. One of the following statements 
must immediately precede the instruc-
tions required in paragraph (b) of this 
section and must be consistent with 
the instructions in paragraphs (b) and 
(c) of this section: 

(1) ‘‘Clean container promptly after 
emptying.’’ 

(2) ‘‘Triple rinse or pressure rinse 
container (or equivalent) promptly 
after emptying.’’ 

(3) ‘‘Triple rinse container (or equiva-
lent) promptly after emptying.’’ 

(b) Triple rinse instructions. The label 
of each dilutable pesticide product 
packaged in rigid nonrefillable con-
tainers must include one of the fol-
lowing sets of instructions. 

(1) For liquid dilutable pesticide 
products in containers small enough to 
shake, use the following instructions: 
‘‘Triple rinse as follows: Empty the re-
maining contents into application 
equipment or a mix tank and drain for 
10 seconds after the flow begins to drip. 
Fill the container 1/4 full with water 
and recap. Shake for 10 seconds. Pour 
rinsate into application equipment or a 
mix tank or store rinsate for later use 
or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this 
procedure two more times.’’ 

(2) For solid dilutable pesticide prod-
ucts in containers small enough to 
shake, use the following instructions: 
‘‘Triple rinse as follows: Empty the re-
maining contents into application 
equipment or a mix tank. Fill the con-
tainer 1/4 full with water and recap. 
Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank or 
store rinsate for later use or disposal. 
Drain for 10 seconds after the flow be-
gins to drip. Repeat this procedure two 
more times.’’ 

(3) For containers that are too large 
to shake, use the following instruc-
tions: ‘‘Triple rinse as follows: Empty 
remaining contents into application 
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equipment or a mix tank. Fill the con-
tainer 1/4 full with water. Replace and 
tighten closures. Tip container on its 
side and roll it back and forth, ensur-
ing at least one complete revolution, 
for 30 seconds. Stand the container on 
its end and tip it back and forth sev-
eral times. Turn the container over 
onto its other end and tip it back and 
forth several times. Empty the rinsate 
into application equipment or a mix 
tank or store rinsate for later use or 
disposal. Repeat this procedure two 
more times.’’ 

(c) Pressure rinse instructions. The 
label of each dilutable pesticide prod-
uct packaged in rigid nonrefillable con-
tainers may include one of the fol-
lowing sets of instructions, and one of 
them must be used if the statement in 
paragraph (a)(2) of this section is used. 
If one of these statements is included 
on the label, it must immediately fol-
low the triple rinse instructions speci-
fied in paragraph (b) of this section. 

(1) For liquid dilutable pesticide 
products, use the following label in-
struction: ‘‘Pressure rinse as follows: 
Empty the remaining contents into ap-
plication equipment or a mix tank and 
continue to drain for 10 seconds after 
the flow begins to drip. Hold container 
upside down over application equip-
ment or mix tank or collect rinsate for 
later use or disposal. Insert pressure 
rinsing nozzle in the side of the con-
tainer, and rinse at about 40 PSI for at 
least 30 seconds. Drain for 10 seconds 
after the flow begins to drip.’’ 

(2) For solid dilutable pesticide prod-
ucts, use the following label instruc-
tion: ‘‘Pressure rinse as follows: Empty 
the remaining contents into applica-
tion equipment or a mix tank. Hold 
container upside down over application 
equipment or mix tank or collect 
rinsate for later use or disposal. Insert 
pressure rinsing nozzle in the side of 
the container, and rinse at about 40 
PSI for at least 30 seconds. Drain for 10 
seconds after the flow begins to drip.’’ 

(d) Non-water diluent. (1) A registrant 
who wishes to require users to clean a 
container with a diluent other than 
water (e.g., solvents) must submit to 
EPA a written request to modify the 
residue removal instructions of this 
section. The registrant may not dis-
tribute or sell the pesticide with the 

modified residue removal instructions 
until EPA approves the request in writ-
ing. 

(2) The registrant must indicate why 
a non-water diluent is necessary for ef-
ficient residue removal, and must pro-
pose residue removal instructions and 
disposal instructions that are appro-
priate for the characteristics and for-
mulation of the pesticide product and 
non-water diluent. The proposed res-
idue removal instructions must iden-
tify the diluent. If the Directions for 
Use permit the application of a mix-
ture of the pesticide and the non-water 
diluent, the instructions may allow the 
rinsate to be added to the application 
equipment or mix tank. If the Direc-
tions for Use do not identify the non- 
water diluent as an allowable addition 
to the pesticide, the instructions must 
require collection and storage of the 
rinsate in a rinsate collection system. 

(3) EPA may approve the request if 
EPA finds that the proposed instruc-
tions are necessary and appropriate. 

§ 156.156 Residue removal instructions 
for refillable containers. 

The label of each pesticide product 
packaged in a refillable container must 
include the residue removal instruc-
tions in this section. Instructions must 
be given for all pesticide products that 
are distributed or sold in refillable con-
tainers, including those that do not re-
quire dilution prior to application. 

(a) Timing of the residue removal proce-
dure. One of the following statements 
must immediately precede the instruc-
tions required in paragraph (b) of this 
section and must be consistent with 
the instructions in paragraph (b) of 
this section: 

(1) ‘‘Cleaning the container before 
final disposal is the responsibility of 
the person disposing of the container. 
Cleaning before refilling is the respon-
sibility of the refiller.’’ 

(2) ‘‘Pressure rinsing the container 
before final disposal is the responsi-
bility of the person disposing of the 
container. Cleaning before refilling is 
the responsibility of the refiller.’’ 

(b) Residue removal instructions prior to 
container disposal. (1) Instructions for 
cleaning each refillable container prior 
to disposal are required. The residue 
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